
ROMA-P1



High efficiency 

140~150lm/W



l Minimalist design
l High precision circular forming process
l Seamless welding

Diameter tolerance: 0.3mm



Cutting Angle>40° Cutting Angle>35°



Down light PCBs, Seoul 
leds 2835

Lens hood

Reflection cup

Diffuser 

plate,

Fermat 

helix optics 

design

Large Angle interception, 

effective control of 

glare,Anti-glare module，

UGR<6；

Lmax ≥ 65°<1000 cd/m²



115° Indirect beam angle, provide 

comformtable lighting for the space



Driver Ceiling box, support ON/OFF、1-10V、

DALI 2 dimming



φ655mm φ905mm φ1205mm

3 different size optional



Driver box

Steel rope

Downlight PCBs+Seoul LED

Reflection cup sets

Lamp houing AL6063

Up light PCBs+Seoul LED

Transparent  PC cover

Located block



Product positioning： 
Middle and high-end market

Applications：

Open plan office; Private office;

Meeting room;  Reception area etc



Dimension



ROMAN-P1  D655mm

N. W：3.4 kg

G. W：5.9 kg

Packing size：720*710*112mm

ROMAN-P1 905mm

N. W：4.3 kg

G. W：9.1 kg

Packing size：995*990*112mm

ROMAN-P1 1205mm

N. W：5.7 kg

G. W：14 kg

Packing size：1287*1287*110mm




